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ROW UNIT

MS Minri Seed Planter
SEED DISC

Use the proper seed disc for different seeds. Check your
type of seed, and use the Seed Disc Recommendations
chart to determine the correct disc for your crop.

It is important to use seed discs that are clean and in good
condition. Customized seed discs are not shown, but are
available upon special request. It is not recommended to
drill out your own seed discs. Any slight burrs or
imperfections in drilling will alter your metering. The
precision of your seed discs must be maintained to have
proper metering.

The brass agitator screws onto the seed disc with 6 special
SCrews.

If you remove your seed discs from the metering box, to
clean or use different seed discs, it would be beneficial,
when re-using the seed discs, to place them back into the
same metering box. You can use a marker to identify the
seed disc to the metering box.

SEED DISC IDENTIFICATION

The size of the seed disc is engraved into the back of the
seed disc. The first 2 numbers of a 4 number series
indicates the number of holes in the seed disc. The
second two numbers indicates the size (diameter) of the
holes.

Example, Seed disc M 7222
has 72 holes,
each hole having a diameter of 2.2 mm.

HOLE SIZE EXAMPLES
M 10 = 1.0 mm

M 12 = 1.2 mm
M 20 = 2.0 mm
M 35 = 3.5mm

M
~

Indicates one row
of holes on Mini
Seed plate

72 |22

Indicates the number of
Holes in the seed disc (72).

Indicates the size (dia)
Of the holes in mm

05/07 6. 8

SEED DISC RECCOMENDATIONS

Prefix M Indicates one row of holes

Prefix 2M Indicates two rows of holes

Prefix MOC Indicates seed plate complete with

agitator.
Asparagus 2mm M6020
M112020
Beet, red 2mm M6020
Broccoli 1.2mm M3612
[ Cauliflower M7212
Cabbage 1.2mm (Imm) M3612
M7212
Carrot __-raw ___.7mm M6007
M12007
-pelleted  1.2mm M6012
M7212
Chives 7mm M6007
M12007
Cucumber 1.8 or 2mm M1818
Mi820
Endive .6mm MM6006
Fennel 1.2mm M3612
M7i212
Leek lmm (.9-1.2mm) M3610
M7210
Lettuce -pelleted 2.2mm M6022
M7222
-raw_6émm M6006
-film coated .7mm M6006
M6007
Melon 1.8mm MI1818
M1820
Onion -raw 1.2mm M3612
M7212
Parsley 7mm M6007
M18007
Pepper 1.2mm M3612
M7212
Poppy .Smm M7208
Radish 1.2mm (1.8mm) M7212
Spinach 1.8mm M6018
M7218
Tomato Imm M7210
Turnip 9mm M7209
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ROW UNIT

MS Mini Seed Planter
METERBOX ASSEMBLY
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PART No. DESCRIPTION PART No. DESCRIPTION

6089 " Rubber ring 6463 MS hopper shaft

6090 Snapring 6 mm 6464 MS lid for 1.5L hopper

6210 Pressure pin for scraper 6464.1 MS lid for 3L hopper, w cord

6216 Fixed pin 6465.a MS 1.5L metal hopper,

6218 Pressure spring 6465.1 MS 3L plastic hopper

6222 Hardware for agitator 6466 Cover plug

6445 Plug 6467.a Selector shaft, MS lid

6446 Bungi cord for lid 6468 Shaft spring

6450.a MS metering box shell only 6469.1 MS cover seal

6450.ACO Housing complete w/ bearings, pins, etc..  6470.c

6450.1 Housing complete w/ bearings, pins, etc.. 6471.a Shutter, MS cover

for Version D application (front box) 6795 Wing nut, 8mm

8451.CCO Cover complete 6915 Snapring, 30 mm

6452.a Agitator, MS metering box 7091 Hair pin

6453 Selector, MS 11579 Bearing (6006 Z)

6453.1 Selector, second row holes 11580 Snapring | 55

6454 Adjustment lever for MS selector 105611003  6x60 bolt

6455.a Socket shaft, MS metering box 105200092 6x 16 bolt

6456 Rear tightening rod cover 10620063  .5x16x1.5 washer

6457 Front tightening rod cover 10629007 7 x 16 x 1 lock washer

6459 Alr pressure cap F40155 Nylon lock nut, 6mm
06/06 6461 Wing nut, 6mm 6. 9

6462 Sprocket, MS metering box
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MS Mini Seed Planter PART No. DESCRIPTION
10623009 21x32x1, washer
UNIT ASSEMBLY - Ver.A,B, & C 10623011 21x32x2, washer
PART No. DESCRIPTION 10629050 18x7x27x2 washer w/slot
11579 Bearing (6006 Z2Z) 11540 ¢ Press wheel 300 X 100
11580 Snapring i55 11540.1 Tire only
10620070 8x20x2, washer 11540.2b Half plastic rim 300x100 (16 shaft)
10621046 13 x 27 x 2 washer 11546 Bushing inside wheel 300 X 100
10622023 16x25x05, washer 11560 Self-lubricating ring, concav. ..iieel version B
11564 Snapring 47 VERSIONS A&C
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MS Mini Seed Planter

UNIT ASSEMBLY - Ver. A, B, & C

PART No. DESCRIPTION

4311 Handwheel! spring

4334 Spring (R96)

4503 Locking nut 16 mm

5021 Self- lubricating bushing (B25)
5247 Spring (R65)

5348 Spring (R104)

5347 Handwheel, clutch

5497 Spring (R115)

5625.1 Stainless steel front wheel, 280 X 70 (M25T)
5626 Bearing, 70 mm (R70)

5627 Dust cap

5633.a Half rear press wheel (Z69B)
5633.b Half rear press wheel, special B version
5636 Wheel plug

5638.2 Greenfiex scraper for concave whesl
5648 Protector cap

5653 Tension spring (RS17)

5654 Stop snap ring 12mm

5672 Facing plate for scraper
5681.b Scraper spring

5696 Seal, Farmflex wheel 280 x 65
5697 Farmfiex wheel complete, 280 X 65 standard
5697.1 Tire only

5697.2 Rim only

6273 Idler roller

6274 Self-lubricating bushing

6320 Wing nut, 12 mm

6474 Chain idler

8475 Depth adjustment screw

6476 Rear shaft, lower arm

8477 Lower arm '

6478 Upper arm

6479 Locking hook

6480 MS unit head

6481 Drive sprocket, 14 tooth

6482 Declutching tube, MS unit head
6489 Chain guard holder

64390 Lower chain guard

6491 Upper chain guard

6492 Articulated housing bracket

6493.b Front wheel bracket, version A
6496 Central bloc, MS frame

6497 Rear shaft, MS frame

6498.Da intermediate MS scraper, right side
6498.Ga Intermediate MS scraper, left side
8500 Narrow shoe, MS

6500.p Narrow shoe, MS flat bottom
6503.a Rear wheel carrier fame

6504.2 Rear frame tie

6505.a Spacer bushing

6506 Whesel shaft. 12x20x140

86507 Wheel bolt (10 X 165)

6510 Tube shaft for concave wheel, 11x16x140
6511 Concave whee! spacer

6512 Press wheel, rubber, 250 x 145
6512.1 Tire only

6512.2 Rim half, LH w/ threaded hub
65196/06 Rim half RH

6513 Spacer, front wheel

PART No. DESCRIPTION

6514 Shaft tube,front wheel, 11x16x113

6515 Front wheel bolt (10 X 140)

6518 Chain, MS unit (120 links)

6520.a Intermediate press wheel frame

6521.a Roller bearing socket, intermediate press wheel
6523 Parallelogram shaft, unit head

6524 Upper shaft, unit head

8525 Bracket, up pressure spring

6529.a Greenflex scraper, rear steel wheel, 100
6530 Cage wheel

8531 x Tire, cage wheel

6532.a Scraper, cage wheel

6535 Front wheel bracket, version B

6536 Clod remover, version B

6537 Carrier arm, rear wheel, version B

6538 Reinforcement bar, rear wheel carrier arm
6542 Adjustment rod, front clod remover version A
6543.a Clod remover bracket, right

6547 Bushing spacer, clod remover arms
6550 Clod remover for version C

6556 Axie bolt, 10 x 200

6557 Spacer bushing, 16 x 25 x 16 mm

6587 Rubber washer

6588 Sholder washer

6550 Intermediate clod remover, double shoe
6551 Rear scraper bracket, version B

6587 Rubber washer

6600 Stainless steel wheel, 250x105

6601 Spindle wheel, 250x105

6602 Roller, number R25

6603 Scraper holder, for wheel 250x105

6604 Support tube for scraper, wheel 250x105
6605 Scraper plate

6606 Spacer bushing

6607 Pin, 10x185

6608 Support spacer,scraper wheel 250x105
6612.D Sidewall scraper, RH

6610.G Sidewall scraper, LH

87501 Stainiess steel wheel, 210x100

6752 Roller bearing 50 mm

6761 Roller bearing spacer

8763.a Rubber tire, concave wheel

6790 a Greenflex scraper, intermediate press wheel
6795 Wing nut, 8 mm

6796 Greenflex scraper plate

8915 Snapring, 30 mm

6968.1 T boit with nut

6969 Clamp facing

7033 Spring, up pressure

7044 Cover plate for concave press wheel {for rocks)
7071.1 Tension rod

7083 Hand wheel depth control

7091 Hair pin

7147 Single stainiess stee! intermediate press wheel only
7148 Intermediate wheel with self cleaning tire
71481 Self cleaning tire only

7155 Bushing lift stop

7156 Spring

7163 Bushing for parallel linkage

7184 Pin lift stop

assR. 11 Chain roller (G12AS)

11513 Bearing (6204-2RS)
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MS Mini Seed Planter

UNIT ASSEMBLY - Ver. D

VERSION D
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MS Mini Seed Planter

UNIT ASSEMBLY - Ver.D

PART No. DESCRIPTION PART No. DESCRIPTION
4311 Handwheel spring 6587 Rubber washer
4334 Spring (R96) 6588 Washer, shouldered
4503 Locking nut, 16mm 6597 Front wheel bolt (10x230)
4659 Bearing (205 KRR) 6598 Spacer
4660 Snapring (521) 6612 Rubber press wheel complete (250x170)
5021 Self-lubricating bushing (B25) 6612.1 Tire only, self cleaning, 250 x 170
5346 Spring (R104) 6612.2 One-half rim with hub
5347 Handwheel, clutch 6752
5626 Roller bearing, 70mm 6779 Bushing, self lubricating
5653 Tension spring (RS17) 6795 Wing nut, 8mm
5654 Stop snap ring 12mm 6915 Snapring, 30mm
6273 Idler roller 6965 Paralielogram shaft, unit head
6274 Self-lubricating bushing 6968.1 T bolt with nut
6474 Chain Idler 6969 Clamp facing
6475 Depth adjustment screw 7033 Up pressure spring
6476 Rear shaft, lower arm 70711 Tension rod
64771 Lower arm, version D 7083 Handwhee! depth control
6478.1 Upper arm, version D 7091 Hair pin
6479 Locking hook 7096 Chain roller
6480.1 MS unit head, version D 7144 Cast point, narrow shoe
6481 Drive sprocket, 14 tooth 7155 Bushing lift stop
6482.1 Declutching tube, MS unit head, versionD 7156 Spring
6491 Upper chain guard 7184 Pin lift stop
6492 Articulated housing bracket 9559 Bushing for wheel 250 x 170
6496.1 Central block, MS frame version D 9562 1 Chain roller - counter sunk hole
6500 Narrow shoe, MS 11106 Upper shaft, unit head
6512.3 One-half rim 11579 Bearing (6006ZZ)
6517 Windshield, narrow shoe 11580 Snapring (i55)
6518 Chain MS unit (120 links) 10622024 Washer, 16 1/2 x 26 x 1
6533.b Scraper, for 170 mm wheel
6534.b Scraper plate
6553.d Tension spring, intermediate hiller, right side
6553.9 Tension spring, intermediate hiller, left side
6558.a Shaft tube, front and rear wheel
6559.a Shaft tube
6562.a Front wheel bracket, version D
6563.a Clod remover,; version D
6564 Shoe mounting bracket, right side
6565 Shoe mounting bracket, left side
6566 Drive shaft, rear meter box
6567 Drive sprocket, rear meter box, 21 tooth
6568 Chain, rear unit, 5R (68 links)
6569 Arm, chain idler
6570.a Intermediate hiller, left side
6571.a intermediate hiller, right side
6574.a Rear wheel carrier frame, version D
6575 Rear shaft, version D
6576 Lower chain guard
6577 Rear chain guard
6579.a Scraper mounting bracket
6581.a Rear steel wheel, 250x170
6586.a Bushing
06/06 6. 13
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MS Mini Seed Planter

ASSEMBLY - SHOES

Version A
6500
6500.6
6517
6517.8
7144
71442
10176003
Version C
6500.3
6500.3S
6501.D
6501.G
6521.2
6521.3
6522.1
6522.2
6590
6591.D
6591.G
6592.1
6592.2
6593
652940
652941
900316
F38614
F38625
F38628
F38664
F40162
F40166
6501.GN
6501.DN

Standard

Narrow Shoe (US)

Rubber shield (6x10 bolt)

Rubber wind flap, for 6500.6 shoe
Cast point, standard shoe

Cast point, narrow shoe (US)
Rivet, 5x34

Double outlet shoe (70mm between points)
Doubie outlet shoe (60mm between points)
Cast point, RH double shoe

Cast point, LH double shoe

Intermediate press wheel spacer, outside (70mm)
Intermediate press wheel spacer, outside (50mm)
Intermediate press wheel spacer, inside (50mm)
Intermediate press wheel spacer, inside (70mm)
Double shoe frame (60mm)

Right wing, double shoe

Left wing, double shoe

Spacers (50mm)

Spacers (70mm)

Double shoe frame (70mm)

Adjustable shoe w/ cast point, right hand
Adjustable shoe w/ cast point, left hand

Spacer block, 1/4” thick

Hex head bolt, 8 x 16 mm

Hex head bolt, 8 x 70mm

Hex head bolt, 8 x 90mm

Hex head bolt, 10 x 70mm

Hex nut, 8mm

Hex nut, 10mm

UHMW tip, LH double shoe

UHMW tip, RH double shoe

SHOES VERSION C - ADJUSTABLE

AS01G

SHOES VERSION C - FIXED

65003
6592.2 / 6593

6501G 6501.DN

6501.GN
SPACERS
RIGHT LEFT SPACING

0 0 225"

! 0 2.5

1 1 2.75"

2 ] 311

2 2 3.25"
3 2 3.5"
3 3 3.75"





