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OPERATION

TROUBLE SHOOTING AND CAUSES

Excessive Skipping:

- Seed scraper too low (incorrect setting)

- Seed scraper or selection pieces are bent or
not flat

- Seed scrapers not adjusted properly

- Seed disc bent or worn

- Holes of seed disc plugged (bad seed or
second air pressure "clean-out”’ system not
properly adjusted)

- Excessive working speed

- Foreign material mixed with seed (labels, etc)

- Defective vacuum hoses

- Seed scraper is dirty with chemical product

- Seed bridging in the hopper due to the seed
treatment or moisture

Excessive Doubling

- Seed scraper too high (Improper setting)

- Seed scraper worn

- Holes of seed disc too large (do not fit the
seed)

- Seed scrapers not adjusted properly

- Excessive working speed

- Excessive PTO speed

- Seed leakage (seal worn or missing)

- Metering box worn (leaks)

TROUBLE SHOOTING AND CAUSES

Irregular Seeding (skipping, doubling)

- Excessive working speed

- Blocked or worn shoes

- Opening of the shoe deformed or
deteriorated

- Ejector at the bottom of the cover dirty or
worn

- Intermediate closing hillers bent

- Seed leakage (seal worn or missing)

- Dampness on the inside of the metering
boxes (do not plant in damp weather)

Occasional Blockage of the Drive

- Connection between moving and fixed parts
(check the bushing stops on the hex shaft,
wheel blocks, the space tightener gearbox,
alignment of chains, the inside of the metering
boxes ...)

Microsem Output Varies between Chutes or
Boxes

- Foreign material mixed with product

- Attention: moisture in product

- Outlet chute unit warped

- Hose clogged because too long or bent

Recommendations for Successful Seed
Planting

1) Choose a moderate working speed
which matches the soil and weather
conditions and the required accuracy.

2) As soon as you start up the planter and
then at regular intervals, check metering,
planting depth and population of seeds.
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OPERATION

FERTILIZER

It is recommended to use the fertilizer when

using the A and C version planter unit for inter- -

row spacings of 16" (40cm) and more. See
figure 26.

The number of hopper outlets depends on the
number of rows to be fed. It is possible to use
one fertilizer opener for 2 rows in the case of
narrow inter-row spacing.

The fertilizer should be deposited between 2
and 4"(6 and 10cm) on the side of the row.

Setting of the output: The primary
adjustment is set by using the lower double
sprocket ®, then the final adjustment is
achieved by using one of the sprockets of
the upper sprocket cluster @.

Fig. 26

Outputs can thus be obtained varying between
80 to 350 Ibs per acre (80 and 350 kg/ha) but
due to the different density and size of the
fertilizer, it is difficult to give exact outputs.

A WARNING Agricultural chemicals
can be dangerous. Improper use
can result in injury to persons,
animals and soil. Handle with care
and follow instructions of chemical
manufacturer.
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MICROSEM MICROGRANULAR APPLICATOR - FERTILIZER
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MICROSEM MICROGRANULAR APPLICATOR

FERTILIZER

4329.a Snapring

4501 V bolt 16 mm

4502 Ubolt 16 mm

5021 Self lubricating bushing (B25)

6030 Snapring 6 mm

7088.a Hopper lid, black (includes clip) - Goes with Hopper 9502.D
7088.2 Clip for hopper lid (25LT) - Goes with Hopper 9502.1A
9158 Spring (R57)

9159.a Fertilizer hose, 24” length

9169.a Support bracket fertilizer drive

9170.a Clamp housing without chain roller

9171b Sprocket cluster, with square hole, fertilizer drive
9171.¢c Sprocket cluster with Hex bore

9172b Chain, fertilizer drive, 5R

9173.a Bearing holder

9173.1 Double bearing holder
9174 Tension spring

9179 Chain tightener

9184 Protector shield, fertilizer drive
9188 Support clamp, MS fertilizer tine
9189 Fertilizer tine, MS

9190 Reinforcement bar

9191 Fertilizer knife , MS

9254 Plastic fertilizer hopper

9254.1 Fertilizer hopper, 1 outlet

9254.2a  Fertilizer hopper, 2 outlets 1751
9254.4 Fertilizer hopper, 3 outlets 1756
9255 Aluminum housing

9256 Spring, trapdoor

9257 Plastic hopper lid

92571 Hopper lid, 1-row, metal

9257.2 Hopper lid, 2-row, metat
9258 Fertilizer hose clamp

9261 Inside hopper reinforcement
9262.1a  Standard fertilizer auger
9262.2a  Hi output fertilizer auger

9263.1 Trap door, 1 outlet

9263.2 Trap door, 2 outlet

9264.b Spindle, fertilizer metering unit

9265.a Cover, fertilizer metering unit

9266.a Drive shaft between housing (L-295, 2-row)
9266.1a  Drive shaft between housing

9266.2a  Connector tube (L.-255, 3-row)

9267 Pin for trap door
9268 Reinforcement bracket

9269.1a  Fertilizer sieve for 1 outlet hopper
9269.2a  Fertilizer sieve for 2 outlet hopper
9270 Screen hanger

9271 Drain plug

9272 Reinforcement bar for hopper outlet
9273 Plastic outlet cap, 3 outlet hopper
9274 Cover shield clip, 1 outlet hopper
9278 Drive shaft coupler

9279 Drive fork

9280 Bushing with square hole

9280.a Bushing with hex hole

9286 Fixed fertilizer mounting bracket
9287 Adjusting fertilizer mounting bracket
9288 Fertilizer hopper support

9289.1 Fertilizer support bar 1'4”
9289.2 Fertilizer support bar 2'10”
9289.3 Fertilizer support bar 4'6”
9311.0215 Female Hex link tube, 215mm
9311.0380 Female Hex link tube, 380mm
9311.0520 Female Hex link tube, 520mm
9310.0235 Female Hex link tube, 235mm
9500.a Housing, right side

9501 Housing, left side

8502.1a Hoppet, helicide- Goes with Lid 7088.2
9502.d Microsem hopper - Goes with Lid 7088.a
9504 Steel base, plastic hopper

9505.a Rubber flap

9506 Main spindle

9507 Left worm gear (V75G)

9507.1 Special helicide auger, lefthand thread

9657
9661
9662

Right worm gear (V75D)
Special helicide auger, right hand thread
Central gear (F78)

Central gear, special helicide
Trap door

Seal, trap door (B70A)

Lever, trap door

Spring, trap door (B139)

Bolt (A117)

Double outiet, front (F76)
Double outlet, rear

Single outlet (F96)

Plug

Microsem hose, specify length
Clamp

Elbow

End cap, microsem bar
Spreader tube

Spreader tube, double row
Adjustable tube, double row
Microsem support bar

Carrier bar

Bushing

Chain, microsem drive (5R)
Interchangeable sprockets

10 tooth sprocket

12 tooth sprocket

13 tooth sprocket

14 tooth sprocket

15 tooth sprocket

16 tooth sprocket

18 tooth sprocket

19 tooth sprocket

20 tooth sprocket

22 tooth sprocket

23 tooth sprocket

25 tooth sprocket

30 tooth sprocket

35 tooth sprocket

Sprocket cluster with hex bore (12,13,21,23, 25)
Double sprocket (12-25 tooth)
Lynch pin

Bushing

Chain roller (G12AS)
Microsem clip

Rubber ring (#99)

Microsem hose clamp

Plate for hopper, 1 outlet
Upper drive sprocket, 20 tooth
intermediate spindle, microsem drive
Spring, chain tightener
Rubber sleeve

Male drive connector, .85M
Female drive connector, .85M
Female drive connector, 1.2M
Support bracket, insecticide drive
Chain tightener

Double intermediate sprocket (12-20 tooth)
Reinforcement plate

Safety shield, drive chain
Female drop tube

Male sliding tube
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