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FEATURES & BENEFITS

16 Row Singks Row Planting Corn in Michigan

{ Unnuble 7x7 bar has capacity fﬂr a wide
range of options.

2 Forward mounted wheel blocks allﬂw for
any row spacing and more attachments.

4 3 Three piece center section enables AArrow

__ width during transport.

{4 )Patented hitch design with integrated Jock-
ing safety stop has few meving parts, and
better clearance during transport. 5

5 'Externally mounted hydraulu:s allnw access
~ for maintenance. ;

_,uxEH"*Telesmpmg tongue and patented telescop-

f ing draft tubes shorten transport length by
6’ for-a short turning radius and easy
handling in and out of fields.

G\This toolbar design requires low hydraulic
pressure to fold & unfold the planter.

FH:?HEEW}' Duty 3-section frame with 20° flex
and heavy duty 3” hinge pin follows con-
tours in varied terrain.

Center section I;lar-ml:l
and- 28 degree flex point

—

Telescoping Draft Tubes in Fold-Unfold Sequence
[overhead view without row units] .

1. In the Transport Position
tongue is extended and
draft tubes retracted to
shortest length for a rigid,
strong, durable and
compact toolbar.

4. During fold the
sequence is
reversed - draft
tubes retract,
tongue extends
and wings fold
to tongue.

2. Dunng unfold sequence
the telescoping draft tubes
extend and retract the
tongue for field position.

Center section
bar-ends fold with
the wing sections

3. In Field position, draft
tubes, hitch and tongue Vi
are integrated and unified
with simple, patented, i
positive-locking stops.

Flex point with 3*  Three piece center oo iy with 3
hinge pins m“"g:féwdf:m"“ hinge pins




